
Harlequin Water Tanks  

Manufactured for over 20 years, Harlequin Water Tanks are the best 
in class.  Providing both aboveground potable and non-potable water 
tanks, Harlequin also manufacture water tanks for underground non-
potable storage. Harlequin’s Water Tanks range from 650 litres right up 
to 10,000 litres, with all potable tanks being KIWA Watertec and WRAS 
approved.

Potable Tanks

Potable water storage tanks have been designed to store water which 
is suitable for all potable applications. All Harlequin Potable water tanks 
have been approved by KIWA Watertec and WRAS.

Non Potable Tanks

Non Potable Water storage tanks are designed to hold water for non- 
potable applications. Harlequin Non-Potable water tanks are available 
for above and below ground storage.

Benefits of a Harlequin Water Tank: 

Various Applications -  Can be used for agricultural, domestic, 
commerical or industrial applications. 

KIWA & WRAS Approved - All Harlequin potable water tanks have 
been confirmed to comply with UK Water Supply Regulations 1999, 
Water Byelaws 2004 Scotland and Water Supply Regulations (Northern 
Ireland).

Non Corrosive - Manufactured from Medium Density Polyethylene 
(MDPE) your Harlequin tank will not corrode. 

Underground Option - Underground water tanks provide discreet 
storage and are popular for smaller gardens and sensitive landscapes. 

Slimline & Low Profile Options - For more awkward installations we 
provide slim and low to ground tank designs.   

Protection against Sunlight - They are manufactured from UV 
stabilised polymer protecting your tank against potentially damaging 
effects of sunlight. 

ABOUT HARLEQUIN MFG 

Being one of Europe’s largest manufacturers of rotationally moulded 
plastic tanks, we’ve been at the forefront of product developments 
for over 35 years.  From our base in Northern Ireland we design, 
manufacture and deliver our tanks all over the world.   

With your Harlequin tank you can be assured you have the best solution 
for your needs.  Our unrivalled reputation for quality is backed up by our 
9001, 14001 and 18001 Quality Standard Certifications. 

All Harlequin Potable 
Water Tanks are 

approved by KIWA 
Watertec and WRAS. 

For the latest product information give us a call or visit our website: 

T 028 9261 1077 E info@harlequin-mfg.com 
www.harlequin-mfg.com

WATER
Potable & 
Non Potable 
Storage 

Visit our website to find out about our full range of products: 

Fuel/Diesel Tanks |  Hot Water Storage | AdBlue Tanks   Water
Tanks | Rainwater Harvesting | Sewage Treatment   Bunkers

Follow Us:
@HarlequinMFG



Aboveground 
The Harlequin range of aboveground water tanks are available as potable or non-potable. The tanks are suitable for Agricultural, 
Domestic, Commercial and Industrial purposes. 

650LT  PW NP 

Length  1,510mm
Width  525mm
Height 1,160mm
Capacity  673 litres 
Weight  46kg

PW = Potable   NP = Non-Potable 

1400LT PW NP
 
Diameter  1,290mm
Height  1,400mm
Capacity  1,417litres 
Weight  38kg 

3800LT*  PW NP

Diameter  1,800mm
Height  1,880mm
Capacity   3,915litres 
Weight  85kg 

10000LT* PW NP

Diameter  2,325mm
Height  2,920mm
Capacity  11,000litres 
Weight  200kg 

1100LT  PW NP

Length 1,650mm
Width  690mm
Height  1,420mm
Capacity  1,097litres 
Weight  60kg 

1800LT* PW NP

Diameter  1,400mm
Height  1,570mm
Capacity  2,043litres 
Weight  50kg 

*moulded in lifting eyes

5700LT* PW NP

Diameter  2,000mm
Height  2,290mm
Capacity  6,100litres 
Weight  120kg 

920LT PW NP 

Length  1,530mm
Width  715mm
Height  1,165mm
Capacity  951litres 
Weight  58kg 

1200LT  PW NP

Length  1,795mm
Width  1,250mm
Height  1,020mm
Capacity  1,170litres 
Weight  58kg 

2700LT* PW NP

Diameter  1,580mm
Height  1,760mm
Capacity  2,817litres 
Weight  65kg 

7500LT*  PW NP

Diameter  2,085mm
Height  2,530mm
Capacity  7,360litres 
Weight  170kg 

SLIMLINE SLIMLINE

LOW PROFILE

Standard with all Water Tanks: 
 

Made from medium density polyethylene
2” outlet; 2” BSP(F) thread
2” screened vent 

Standard with all Water Tanks: 
 

Made from medium density polyethylene
500mm access opening manhole lid
Moulded in lifting eyes 

Access Points - The 650LT and 920LT have a 4” access opening with screw cap.  The 1100LT has a 12” access lid.  All other tanks have a 500mm 
access opening with manhole lid.  

For the latest product information give us a call or visit our website: 

T 028 9261 1077 E info@harlequin-mfg.com 
www.harlequin-mfg.com

4500UGW
 
Diameter  2,165mm
Height  2,915mm
Capacity  4,600litres 
Weight  230kg

1400UGW 

Length  2,020mm
Width  1,140mm
Height  1,940mm
Capacity  1,465litres 
Weight  120kg
 

Underground 
A popular choice for small gardens and sensitive landscapes, a Harlequin Underground Water Tank offers you a discreet storage 
option.  Underground water tanks are not suitable for potable water. 

2500UGW

Length  2,400mm
Width  1,350mm
Height  2,135mm
Capacity  2,655litres 
Weight  150kg 

6000UGW

Diameter  2,365mm
Height  3,155mm
Capacity  6,100litres 
Weight  280kg 

Please note: All capacities are brimful. All aboveground water tanks are available for either potable or non-potable water storage.  Underground water tanks are not 
suitable for potable water storage. All information contained herein is understood to be correct at time of publication. 

A bigger range, a better choice! 

3200UGW

Length  3,250mm
Width  1,350mm
Height  2,135mm
Capacity  3,700litres 
Weight  200kg 

SLIMLINE
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